<?xml version="1.0" encoding="UTF-8" ?>

- <ontoml:ontoml xmlns:ontoml="urn:iso:std:iso:13584:-

CEN/ISSS-WS ePPS N0091-15

32:ed1l:schema:ontoml" xmins:cat="urn:iso:std:is0:29002:-10:ed-
1:tech:schema:catalogue" xmins:val="urn:iso:std:is0:29002:-10:ed-

1:tech:schema:value"

xmlns:xsi="http://www.w3.0rg/2001/XMLSchema-instance"
xsi:schemalocation="urn:iso:std:is0:13584:-32:ed1:schema:ontoml

D:\plib\plibDoc\P32\DIS\schema\ontoml.xsd">

- <header id="1234-00#11-00#00">
<global_language language_code="en" />
<description>.</description>
<version />
<name>I1S029002-20-Level3.p21</name>
<date_time_stamp>2009-06-

03T12:32:15+01:00</date_time_stamp>
<author />
<organisation />
<pre_processor_version />
<originating_system />
<authorisation />
- <ontoml_information>
<revision>?</revision>
- <preferred_name>
<label>?</label>
</preferred_name>
</ontoml_information>
- <ontoml_structure>
<status>DIS</status>
<name>0ONTOML</name>
<date>2008</date>
<application>3</application>
</ontoml_structure>
</header>
- <dictionary

xsi:type="ontoml:DICTIONARY_IN_STANDARD_FORMAT_Type">

- <contained_classes>

- <class xsi:type="ontoml:ITEM_CLASS_Type" id="0112-1---

23768___1#01-23768AAA045#001">
<date_of_original_definition>2005-10-
26</date_of_original_definition>
<date_of _current_version>2005-10-
26</date_of current_version>
<date_of _current_revision>2005-10-
26</date_of current_revision>
<revision>001</revision>
- <preferred_name>
<label>needle roller bearing</label>
</preferred_name>
- <short_name>
<label />
</short_name>
- <definition>

<text>radial rolling bearing with needle rollers as

rolling elements</text>
</definition>



- <source_doc_of_definition
xsi:type="ontoml: IDENTIFIED_DOCUMENT_Type">
- <document_identifier>
<label>ISO 5593 1.6.5</label>
</document_identifier>
</source_doc_of_definition>
- <note>
<text />
</note>
- <remark>
<text>23768BAA023(ISO tolerance class)={PN, P6,
P5}; 23768BAA012(radial internal
clearance)={N, C2, C3, C4};
23768BAA013(sealing)={1, 2, 3};
23768BAA006(relubrication feature)={1, 2};
23768BAA001(cage)={4, 5};
23768BAA017(lubricant)={1, 2, 3};
23768BAA018(material / treatment)={1, 2, 7};
23768BAA029(bearing part)={1, 2, 5, 6};
23768BAA110(number of ribs, outer ring)={1, 3,
4,5, 6}</text>
</remark>
<its_superclass class_ref="0112-1---23768__ 1#01-
23768AAA029#001" />
- <described_by>
<property property_ref="0112-1---23768___ 1#02-
23768AAA045:23768BAA112#001" />
<property property_ref="0112-1---23768__ 1#02-
23768AAA001:23768BAA001#001" />
<property property_ref="0112-1---23768__ 1#02-
23768AAA001:23768BAA013#001" />
<property property_ref="0112-1---23768__ 1#02-
23768AAA001:23768BAA025#001" />
<property property_ref="0112-1---23768__ 1#02-
23768AAA001:23768BAA012#001" />
<property property_ref="0112-1---23768__ 1#02-
23768AAA007:23768BAA084#001" />
<property property_ref="0112-1---23768__ 1#02-
23768AAA001:23768BAA023#001" />
<property property_ref="0112-1---23768__ 1#02-
23768AAA001:23768BAA006#001" />
<property property_ref="0112-1---23768__ 1#02-
23768AAA029:23768BAA110#001" />
<property property_ref="0112-1---23768__ 1#02-
23768AAA001:23768BAA020+#001" />
<property property_ref="0112-1---23768__ 1#02-
23768AAA045:23768BAA111#001" />
<property property_ref="0112-1---23768__ 1#02-
23768AAA001:23768BAA018#001" />
<property property_ref="0112-1---23768__ 1#02-
23768AAA001:23768BAA029#001" />
<property property_ref="0112-1---23768___ 1#02-
23768AAA001:23768BAA017#001" />
</described_by>
- <simplified_drawing
xsi:type="ontoml:REFERENCED_GRAPHICS_Type">



<graphics_reference document_ref="0112-1---
23768___1#10-
23768AAA045:23768DAA045#001" />
</simplified_drawing>
</class>
<class xsi:type="ontoml:ITEM_CLASS_Type" id="0112-1---
23768___1#01-23768AAA029#001">
<date_of_original_definition>2005-10-
26</date_of_original_definition>
<date_of_current_version>2005-10-
26</date_of current_version>
<date_of_current_revision>2005-10-
26</date_of current_revision>
<revision>001</revision>
- <preferred_name>
<label>roller bearing</label>
</preferred_name>
- <short_name>
<label />
</short_name>
- <definition>
<text>rolling bearing with rollers as rolling
elements</text>
</definition>
- <source_doc_of_definition
xsi:type="ontoml:IDENTIFIED_DOCUMENT_Type">
- <document_identifier>
<label>ISO 5593 1.6.1</label>
</document_identifier>
</source_doc_of_definition>
- <note>
<text />
</note>
- <remark>
<text />
</remark>
<its_superclass class_ref="0112-1---23768__ 1#01-
23768AAA007#001" />
- <simplified_drawing
xsi:type="ontoml:REFERENCED_GRAPHICS_Type">
<graphics_reference document_ref="0112-1---
23768___1#10-
23768AAA029:23768DAA029#001" />
</simplified_drawing>
</class>
<class xsi:type="ontoml:ITEM_CLASS_Type" id="0112-1---
23768___1#01-23768AAA007#001">
<date_of_original_definition>2005-10-
26</date_of original_definition>
<date_of_current_version>2005-10-
26</date_of current_version>
<date_of_current_revision>2005-10-
26</date_of current_revision>
<revision>001</revision>
- <preferred_name>



<label>rolling bearing</label>
</preferred_name>
<short_name>
<label />
</short_name>
<definition>
<text>bearing operating with rolling (rather than
sliding) motion between the parts supporting
load and moving in relation to each other, which
comprises raceway members and rolling
elements with or without means for their spacing
and/or guiding</text>
</definition>
<source_doc_of_definition
xsi:type="ontoml: IDENTIFIED_DOCUMENT_Type">
- <document_identifier>
<label>ISO 5593 1.1.1</label>
</document_identifier>
</source_doc_of_definition>
<note>
<text />
</note>
<remark>
<text />
</remark>
<its_superclass class_ref="0112-1---23768__ 1#01-
23768AAA001#001" />
<described_by>
<property property_ref="0112-1---23768__ 1#02-
23768AAA001:23768BAA002#001" />
<property property_ref="0112-1---23768__ 1#02-
23768AAA001:23768BAA004#001" />
</described_by>

</class>
<class xsi:type="ontoml:ITEM_CLASS_Type" id="0112-1---

23768___1#01-23768AAA001#001">
<date_of_original_definition>2005-10-
26</date_of original_definition>
<date_of_current_version>2005-10-
26</date_of_current_version>
<date_of_current_revision>2005-10-
26</date_of_current_revision>
<revision>001</revision>
<preferred_name>
<label>bearing</label>
</preferred_name>
<short_name>
<label />
</short_name>
<definition>
<text>support or guide determining the position of
a mobile element about other elements of a
mechanism</text>
</definition>



- <source_doc_of_definition
xsi:type="ontoml: IDENTIFIED_DOCUMENT_Type">
- <document_identifier>
<label>IS0O 4378-1 1.1</label>
</document_identifier>
</source_doc_of_definition>
- <note>
<text />
</note>
- <remark>
<text />
</remark>
</class>
</contained_classes>
- <contained_suppliers>
- <supplier id="0112-1---23768__ 1">
<date_of_original_definition>2005-09-
16</date_of_original_definition>
<date_of_current_version>2005-09-
16</date_of current_version>
<date_of_current_revision>2005-09-
16</date_of current_revision>
<revision>001</revision>
- <org>
<id />
<name>IS0O</name>
<description>Technical Specification</description>
</org>
<internal_location>ISO Central
Secretariat</internal_location>
<street_number>1</street_number>
<street>rue de Varembe</street>
<postal_box />
<town>Geneva</town>
<region />
<postal_code>1211</postal_code>
<country>Switzerland </country>
<facsimile_number>+4+41227340179</facsimile_number>
<telephone_number>+41227490111</telephone_number>
<electronic_mail_address>iso@iso.ch</electronic_mail_addr
ess>
<telex_number />
</supplier>
</contained_suppliers>
- <contained_properties>
- <property xsi:type="ontoml:NON_DEPENDENT_P_DET_Type"
id="0112-1---23768___ 1#02-
23768AAA029:23768BAA110#001">
<date_of_original_definition>2005-10-
26</date_of_original_definition>
<date_of_current_version>2005-10-
26</date_of current_version>
<date_of_current_revision>2005-10-
26</date_of current_revision>
<revision>001</revision>



<preferred_name>
<label>number of ribs, outer ring</label>
</preferred_name>
<short_name>
<label />
</short_name>
<definition>
<text>number of ribs of outer ring</text>
</definition>
<note>
<text />
</note>
<remark>
<text />
</remark>
<preferred_symbol>
<text_representation />
</preferred_symbol>
<domain
xsi:type="ontoml:NON_QUANTITATIVE_CODE_TYPE_T
ype">
<value_format>X 17</value_format>
- <its_values>
- <dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>
- <preferred_name>
<label>none</label>
</preferred_name>
- <short_name>
<label />
</short_name>
<value_code>1</value_code>
</dic_value>
- <dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>
- <preferred_name>
<label>one</label>
</preferred_name>
- <short_name>
<label />
</short_name>
<value_code>2</value_code>
</dic_value>
- <dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>
- <preferred_name>
<label>two</label>
</preferred_name>
- <short_name>
<label />
</short_name>
<value_code>3</value_code>



</dic_value>
- <dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>
- <preferred_name>
<label>three</label>
</preferred_name>
- <short_name>
<label />
</short_name>
<value_code>4</value_code>
</dic_value>
- <dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>
- <preferred_name>
<label>four</label>
</preferred_name>
- <short_name>
<label />
</short_name>
<value_code>5</value_code>
</dic_value>
- <dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>
- <preferred_name>
<label>five</label>
</preferred_name>
- <short_name>
<label />
</short_name>
<value_code>6</value_code>
</dic_value>
</its_values>
</domain>
</property>
- <property xsi:type="ontom|:NON_DEPENDENT_P_DET_Type"
id="0112-1---23768___1#02-
23768AAA045:23768BAA111#001">
<date_of_original_definition>2005-10-
26</date_of original_definition>
<date_of_current_version>2005-10-
26</date_of current_version>
<date_of_current_revision>2005-10-
26</date_of current_revision>
<revision>001</revision>
- <preferred_name>
<label>aligning feature</label>
</preferred_name>
- <short_name>
<label />
</short_name>
- <definition>



<text>indication on a self-aligning
possibility </text>
</definition>
- <note>
<text />
</note>
- <remark>
<text />
</remark>
- <preferred_symbol>
<text_representation />
</preferred_symbol>
- <domain
xsi:type="ontoml:NON_QUANTITATIVE_CODE_TYPE_T
ype">
<value_format>X 17</value_format>
- <its_values>
- <dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>
- <preferred_name>
<label>without</label>
</preferred_name>
- <short_name>
<label />
</short_name>
<value_code>1</value_code>
</dic_value>
- <dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>
- <preferred_name>
<label>with</label>
</preferred_name>
- <short_name>
<label />
</short_name>
<value_code>2</value_code>
</dic_value>
</its_values>
</domain>
</property>
- <property xsi:type="ontomlI:NON_DEPENDENT_P_DET_Type"
id="0112-1---23768___ 1#02-
23768AAA045:23768BAA112#001">
<date_of_original_definition>2005-10-
26</date_of_original_definition>
<date_of_current_version>2005-10-
26</date_of current_version>
<date_of_current_revision>2005-10-
26</date_of current_revision>
<revision>001</revision>
- <preferred_name>
<label>outer ring type</label>
</preferred_name>



<short_name>
<label />
</short_name>
<definition>
<text>outer ring design</text>
</definition>
<note>
<text />
</note>
<remark>
<text />
</remark>
<preferred_symbol>
<text_representation />
</preferred_symbol>
<domain
xsi:type="ontoml:NON_QUANTITATIVE_CODE_TYPE_T
ype">
<value_format>X 17</value_format>
- <its_values>
- <dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>
- <preferred_name>
<label>machined (solid) </label>
</preferred_name>
- <short_name>
<label />
</short_name>
<value_code>1</value_code>
</dic_value>
- <dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>
- <preferred_name>
<label>drawn cup with open
ends</label>
</preferred_name>
- <short_name>
<label />
</short_name>
<value_code>2</value_code>
</dic_value>
- <dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>
- <preferred_name>
<label>drawn cup with one closed
end</label>
</preferred_name>
- <short_name>
<label />
</short_name>
<value_code>3</value_code>
</dic_value>



</its_values>
</domain>
</property>
- <property xsi:type="ontom|:NON_DEPENDENT_P_DET_Type"
id="0112-1---23768___1#02-
23768AAA001:23768BAA023#001">
<date_of_original_definition>2005-10-
26</date_of original_definition>
<date_of_current_version>2005-10-
26</date_of_current_version>
<date_of_current_revision>2005-10-
26</date_of_current_revision>
<revision>001</revision>
- <preferred_name>
<label>ISO tolerance class</label>
</preferred_name>
- <short_name>
<label />
</short_name>
- <definition>
<text>difference between the maximum limit of
size and the minimum limit of size (i.e. difference
between the upper deviation and the lower
deviation)</text>
</definition>
- <source_doc_of_definition
xsi:type="ontoml:IDENTIFIED_DOCUMENT_Type">
- <document_identifier>
<label>ISO 286-1 4.7 </label>
</document_identifier>
</source_doc_of_definition>
- <note>
<text>tolerance P6X replaces tolerance P6 thrust
tapered roller bearing</text>
</note>
- <remark>
<text />
</remark>
- <preferred_symbol>
<text_representation />
</preferred_symbol>
- <domain
xsi:type="ontoml:NON_QUANTITATIVE_CODE_TYPE_T
ype">
<value_format>X..3</value_format>
- <its_values>
- <dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>
- <preferred_name>
<label>normal (PN)</label>
</preferred_name>
- <short_name>
<label />
</short_name>



<value_code>PN</value_code>
</dic_value>
- <dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>
- <preferred_name>
<label>class 6 (P6)</label>
</preferred_name>
- <short_name>
<label />
</short_name>
<value_code>P6</value_code>
</dic_value>
- <dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>
- <preferred_name>
<label>class 5 (P5)</label>
</preferred_name>
- <short_name>
<label />
</short_name>
<value_code>P5</value_code>
</dic_value>
- <dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>
- <preferred_name>
<label>class 4 (P4)</label>
</preferred_name>
- <short_name>
<label />
</short_name>
<value_code>P4</value_code>
</dic_value>
- <dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>
- <preferred_name>
<label>class 2 (P2)</label>
</preferred_name>
- <short_name>
<label />
</short_name>
<value_code>P2</value_code>
</dic_value>
- <dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>
- <preferred_name>
<label>class 6X (P6X)</label>
</preferred_name>
- <short_name>
<label />
</short_name>



<value_code>P6X</value_code>
</dic_value>
</its_values>
- <source_doc_of_value_domain
xsi:type="ontoml:IDENTIFIED_DOCUMENT_Type"
>
- <document_identifier>
<label>#5724</label>
</document_identifier>
</source_doc_of value_domain>
</domain>
</property>
- <property xsi:type="ontom|:NON_DEPENDENT_P_DET_Type"
id="0112-1---23768___ 1#02-
23768AAA001:23768BAA002#001">
<date_of_original_definition>2005-10-
26</date_of original_definition>
<date_of_current_version>2005-10-
26</date_of current_version>
<date_of_current_revision>2005-10-
26</date_of current_revision>
<revision>001</revision>
- <preferred_name>
<label>bore diameter</label>
</preferred_name>
- <short_name>
<label />
</short_name>
- <definition>
<text>diameter of the cylinder containing the
theoretical surface of a basically cylindrical bore
[cylindrical outside surface], or diameter, in a
designated radial plane, of the cone containing
the theoretical surface of a basically tapered
bore, or diameter of the sphere containing the
theoretical surface of a basically spherical
outside surface</text>
</definition>
- <source_doc_of_ definition
xsi:type="ontoml: IDENTIFIED_DOCUMENT_Type">
- <document_identifier>
<label>IS0O 5593 5.1.1</label>
</document_identifier>
</source_doc_of_definition>
- <note>
<text />
</note>
- <remark>
<text />
</remark>
- <preferred_symbol>
<text_representation>d</text_representation>
</preferred_symbol>
- <domain xsi:type="ontoml:REAL_MEASURE_TYPE_Type">
<value_format>NR2 S..3.3</value_format>



- <unit>
- <structured_representation
xsi:type="ontoml:SI_UNIT_Type">
<prefix>MILLI</prefix>
<name>METRE</name>
</structured_representation>
</unit>
</domain>
</property>
- <property xsi:type="ontoml:NON_DEPENDENT_P_DET_Type"
id="0112-1---23768___ 1#02-
23768AAA001:23768BAA012#001">
<date_of_original_definition>2005-10-
26</date_of_original_definition>
<date_of _current_version>2005-10-
26</date_of current_version>
<date_of _current_revision>2005-10-
26</date_of current_revision>
<revision>001</revision>
- <preferred_name>
<label>radial internal clearance</label>
</preferred_name>
- <short_name>
<label />
</short_name>
- <definition>
<text>arithmetical mean of the radial distances
through which one of the rings may be displaced
relative to the other, from one eccentric extreme
position to the diametrically opposite extreme
position, in different angular directions and
without being subjected to any external
load</text>
</definition>
- <note>
<text />
</note>
- <remark>
<text />
</remark>
- <preferred_symbol>
<text_representation />
</preferred_symbol>
- <domain
xsi:type="ontoml:NON_QUANTITATIVE_CODE_TYPE_T
ype">
<value_format>X..2</value_format>
- <its_values>
- <dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>
- <preferred_name>
<label>group N</label>
</preferred_name>
- <short_name>



<label />
</short_name>
<value_code>N</value_code>
</dic_value>
- <dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>
- <preferred_name>
<label>group 2</label>
</preferred_name>
- <short_name>
<label />
</short_name>
<value_code>C2</value_code>
</dic_value>
- <dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>
- <preferred_name>
<label>group 3</label>
</preferred_name>
- <short_name>
<label />
</short_name>
<value_code>C3</value_code>
</dic_value>
- <dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>
- <preferred_name>
<label>group 4</label>
</preferred_name>
- <short_name>
<label />
</short_name>
<value_code>C4</value_code>
</dic_value>
- <dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>
- <preferred_name>
<label>group 5</label>
</preferred_name>
- <short_name>
<label />
</short_name>
<value_code>C5</value_code>
</dic_value>
</its_values>
</domain>
</property>
- <property xsi:type="ontomlI:NON_DEPENDENT_P_DET_Type"
id="0112-1---23768___1#02-
23768AAA001:23768BAA013#001">



<date_of_original_definition>2005-10-
26</date_of original_definition>
<date_of_current_version>2005-10-
26</date_of current_version>
<date_of_current_revision>2005-10-
26</date_of current_revision>
<revision>001</revision>
<preferred_name>
<label>sealing</label>
</preferred_name>
<short_name>
<label />
</short_name>
<definition>
<text>circular closure comprising one or several
parts, affixed to one bearing ring or bearing
washer and extending towards the other ring or
washer, with which it makes contact or forms a
narrow labyrinth-shaped gap, for the purpose of
preventing leakage of lubricant or ingress of
foreign substances</text>
</definition>
<note>
<text />
</note>
<remark>
<text />
</remark>
<preferred_symbol>
<text_representation />
</preferred_symbol>
<domain
xsi:type="ontoml:NON_QUANTITATIVE_CODE_TYPE_T
ype">
<value_format>X 17</value_format>
- <its_values>
- <dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>
- <preferred_name>
<label>without</label>
</preferred_name>
- <short_name>
<label />
</short_name>
<value_code>1</value_code>
</dic_value>
- <dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>
- <preferred_name>
<label>seal on one side</label>
</preferred_name>
- <short_name>
<label />



</short_name>
<value_code>2</value_code>
</dic_value>
<dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>
- <preferred_name>
<label>shield on one side</label>
</preferred_name>
- <short_name>
<label />
</short_name>
<value_code>3</value_code>
</dic_value>
<dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>
- <preferred_name>
<label>seal on both sides</label>
</preferred_name>
- <short_name>
<label />
</short_name>
<value_code>4</value_code>
</dic_value>
- <dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>
- <preferred_name>
<label>shield on both sides</label>
</preferred_name>
- <short_name>
<label />
</short_name>
<value_code>5</value_code>
</dic_value>
- <dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>
- <preferred_name>
<label>seal on one side, shield on the
other</label>
</preferred_name>
- <short_name>
<label />
</short_name>
<value_code>6</value_code>
</dic_value>
- <dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>
- <preferred_name>
<label>with cap</label>
</preferred_name>
- <short_name>



<label />
</short_name>
<value_code>7</value_code>
</dic_value>
<dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>
- <preferred_name>
<label>with contact seal</label>
</preferred_name>
- <short_name>
<label />
</short_name>
<value_code>8</value_code>
</dic_value>
<dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>
- <preferred_name>
<label>with cap and contact
seal</label>
</preferred_name>
- <short_name>
<label />
</short_name>
<value_code>9</value_code>
</dic_value>
- <dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>
- <preferred_name>
<label>seal and flinger on both
sides</label>
</preferred_name>
- <short_name>
<label />
</short_name>
<value_code>10</value_code>
</dic_value>
- <dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>
- <preferred_name>
<label>contact seals</label>
</preferred_name>
- <short_name>
<label />
</short_name>
<value_code>11</value_code>
</dic_value>
- <dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>
- <preferred_name>
<label>gap seals</label>



</preferred_name>
- <short_name>
<label />
</short_name>
<value_code>12</value_code>
</dic_value>
- <dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>
- <preferred_name>
<label>dust cover on both
sides</label>
</preferred_name>
- <short_name>
<label />
</short_name>
<value_code>13</value_code>
</dic_value>
</its_values>
</domain>
</property>
- <property xsi:type="ontoml:NON_DEPENDENT_P_DET_Type"
id="0112-1---23768___ 1#02-
23768AAA001:23768BAA004#001">
<date_of_original_definition>2005-10-
26</date_of original_definition>
<date_of_current_version>2005-10-
26</date_of_current_version>
<date_of_current_revision>2005-10-
26</date_of_current_revision>
<revision>001</revision>
- <preferred_name>
<label>outside diameter</label>
</preferred_name>
- <short_name>
<label />
</short_name>
- <definition>
<text>diameter of the cylinder containing the
theoretical external surface of a basically
cylindrical bore [cylindrical outside surface], or
diameter, in a designated radial plane, of the
cone containing the theoretical surface of a
basically tapered bore, or diameter of the sphere
containing the theoretical surface of a basically
spherical outside surface</text>
</definition>
- <source_doc_of_ definition
xsi:type="ontoml:IDENTIFIED_DOCUMENT_Type">
- <document_identifier>
<label>ISO 5593 5.1.1</label>
</document_identifier>
</source_doc_of_definition>
- <note>
<text />



</note>
- <remark>
<text />
</remark>
- <preferred_symbol>
<text_representation />
</preferred_symbol>
- <domain xsi:type="ontoml:REAL_MEASURE_TYPE_Type">
<value_format>NR2 S..3.3</value_format>
- <unit>
- <structured_representation
xsi:type="ontoml:SI_UNIT_Type">
<prefix>MILLI</prefix>
<name>METRE</name>
</structured_representation>
</unit>
</domain>
</property>
- <property xsi:type="ontom|:NON_DEPENDENT_P_DET_Type"
id="0112-1---23768___1#02-
23768AAA001:23768BAA029#001">
<date_of_original_definition>2005-10-
26</date_of_original_definition>
<date_of_current_version>2005-10-
26</date_of current_version>
<date_of_current_revision>2005-10-
26</date_of current_revision>
<revision>001</revision>
- <preferred_name>
<label>bearing part</label>
</preferred_name>
- <short_name>
<label />
</short_name>
- <definition>
<text>one of the individual parts comprising a
rolling bearing but excluding all
accessories</text>
</definition>
- <note>
<text />
</note>
- <remark>
<text />
</remark>
- <preferred_symbol>
<text_representation />
</preferred_symbol>
- <domain
xsi:type="ontoml:NON_QUANTITATIVE_CODE_TYPE_T
ype">
<value_format>X 17</value_format>
- <its_values>



<dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"

>
- <preferred_name>
<label>complete bearing</label>
</preferred_name>
- <short_name>
<label />
</short_name>
<value_code>1</value_code>
</dic_value>
<dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>
- <preferred_name>
<label>bearing without inner
ring</label>
</preferred_name>
- <short_name>
<label />
</short_name>
<value_code>2</value_code>
</dic_value>
- <dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>
- <preferred_name>
<label>bearing without outer
ring</label>
</preferred_name>
- <short_name>
<label />
</short_name>
<value_code>3</value_code>
</dic_value>
- <dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>
- <preferred_name>
<label>outer ring</label>
</preferred_name>
- <short_name>
<label />
</short_name>
<value_code>4</value_code>
</dic_value>
- <dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>
- <preferred_name>
<label>inner ring</label>
</preferred_name>
- <short_name>
<label />
</short_name>



<value_code>5</value_code>
</dic_value>
<dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>
- <preferred_name>
<label>roller and cage
assembly</label>
</preferred_name>
- <short_name>
<label />
</short_name>
<value_code>6</value_code>
</dic_value>
<dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>
- <preferred_name>
<label>shaft washer</label>
</preferred_name>
- <short_name>
<label />
</short_name>
<value_code>7</value_code>
</dic_value>
<dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>
- <preferred_name>
<label>housing washer</label>
</preferred_name>
- <short_name>
<label />
</short_name>
<value_code>8</value_code>
</dic_value>
- <dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>
- <preferred_name>
<label>central washer</label>
</preferred_name>
- <short_name>
<label />
</short_name>
<value_code>9</value_code>
</dic_value>
- <dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>
- <preferred_name>
<label>thrust washer</label>
</preferred_name>
- <short_name>
<label />



</short_name>
<value_code>10</value_code>
</dic_value>
<dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>
- <preferred_name>
<label>roller and cage assembly with
washer having centering
feature</label>
</preferred_name>
- <short_name>
<label />
</short_name>
<value_code>11</value_code>
</dic_value>
<dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>
- <preferred_name>
<label>complete track roller</label>
</preferred_name>
- <short_name>
<label />
</short_name>
<value_code>12</value_code>
</dic_value>
- <dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>
- <preferred_name>
<label>track roller without inner
ring</label>
</preferred_name>
- <short_name>
<label />
</short_name>
<value_code>13</value_code>
</dic_value>
- <dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>
- <preferred_name>
<label>inner ring, cage and roller
assembly</label>
</preferred_name>
- <short_name>
<label />
</short_name>
<value_code>14</value_code>
</dic_value>
- <dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>
- <preferred_name>



<label>outer ring (cup)</label>
</preferred_name>
- <short_name>
<label />
</short_name>
<value_code>15</value_code>
</dic_value>
</its_values>
</domain>
</property>
- <property xsi:type="ontoml:NON_DEPENDENT_P_DET_Type"
id="0112-1---23768___ 1#02-
23768AAA001:23768BAA020#001">
<date_of_original_definition>2005-10-
26</date_of_original_definition>
<date_of_current_version>2005-10-
26</date_of current_version>
<date_of_current_revision>2005-10-
26</date_of_current_revision>
<revision>001</revision>
- <preferred_name>
<label>number of rows</label>
</preferred_name>
- <short_name>
<label />
</short_name>
- <definition>
<text>number of rows of rolling elements</text>
</definition>
- <note>
<text />
</note>
- <remark>
<text />
</remark>
- <preferred_symbol>
<text_representation />
</preferred_symbol>
- <domain xsi:type="ontoml:INT_TYPE_Type">
<value_format>NR1 S..4</value_format>
</domain>
</property>
- <property xsi:type="ontomlI:NON_DEPENDENT_P_DET_Type"
id="0112-1---23768___1#02-
23768AAA001:23768BAA006#001">
<date_of_original_definition>2005-10-
26</date_of original_definition>
<date_of_current_version>2005-10-
26</date_of_current_version>
<date_of_current_revision>2005-10-
26</date_of_current_revision>
<revision>001</revision>
- <preferred_name>
<label>relubrication feature</label>
</preferred_name>



<short_name>
<label />
</short_name>
<definition>
<text>device which allows lubricant to reach the
rolling or sliding surface</text>
</definition>
<note>
<text />
</note>
<remark>
<text />
</remark>
<preferred_symbol>
<text_representation />
</preferred_symbol>
<domain
xsi:type="ontoml:NON_QUANTITATIVE_CODE_TYPE_T
ype">
<value_format>X 17</value_format>
- <its_values>
- <dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>
- <preferred_name>
<label>with</label>
</preferred_name>
- <short_name>
<label />
</short_name>
<value_code>1</value_code>
</dic_value>
- <dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>
- <preferred_name>
<label>without</label>
</preferred_name>
- <short_name>
<label />
</short_name>
<value_code>2</value_code>
</dic_value>
- <dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>
- <preferred_name>
<label>centre of stud at the ribbed
end</label>
</preferred_name>
- <short_name>
<label />
</short_name>
<value_code>3</value_code>
</dic_value>



- <dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>

- <preferred_name>
<label>centre of stud at the ribbed and
threaded ends</label>
</preferred_name>
- <short_name>
<label />
</short_name>
<value_code>4</value_code>
</dic_value>

- <dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>

- <preferred_name>
<label>radial hole in stud
shank</label>
</preferred_name>
- <short_name>
<label />
</short_name>
<value_code>5</value_code>
</dic_value>
</its_values>
</domain>
</property>
- <property xsi:type="ontomlI:NON_DEPENDENT_P_DET_Type"
id="0112-1---23768___1#02-
23768AAA007:23768BAA084#001">
<date_of_original_definition>2005-10-
26</date_of original_definition>
<date_of_current_version>2005-10-
26</date_of_current_version>
<date_of_current_revision>2005-10-

26</date_of current_revision>

<revision>001</revision>
- <preferred_name>
<label>width</label>
</preferred_name>
- <short_name>
<label />
</short_name>
- <definition>
<text>distance between the points of intersection
of the bearing axis and the two planes tangential
to the actual ring faces designated to bound the
width of a radial bearing where one inner ring
face and one outer ring face are designated to
bound the width</text>
</definition>
- <note>
<text />
</note>
- <remark>



<text />
</remark>
<preferred_symbol>
<text_representation />
</preferred_symbol>
<domain xsi:type="ontoml:REAL_MEASURE_TYPE_Type">
<value_format>NR2 S..3.3</value_format>
- <unit>
- <structured_representation
xsi:type="ontoml:SI_UNIT_Type">
<prefix>MILLI</prefix>
<name>METRE</name>
</structured_representation>
</unit>
</domain>
</property>
- <property xsi:type="ontoml:NON_DEPENDENT_P_DET_Type"
id="0112-1---23768___ 1#02-
23768AAA001:23768BAA001#001">
<date_of_original_definition>2005-10-
26</date_of_original_definition>
<date_of_current_version>2005-10-
26</date_of current_version>
<date_of _current_revision>2005-10-
26</date_of current_revision>
<revision>001</revision>
- <preferred_name>
<label>cage</label>
</preferred_name>
- <short_name>
<label />
</short_name>
- <definition>
<text>bearing part which partly surrounds all or
several of the rolling elements and moves with
them</text>
</definition>
- <note>
<text />
</note>
- <remark>
<text />
</remark>
- <preferred_symbol>
<text_representation />
</preferred_symbol>
- <domain
xsi:type="ontoml:NON_QUANTITATIVE_CODE_TYPE_T
ype">
<value_format>X 17</value_format>
- <its_values>
- <dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>
- <preferred_name>



<label>sheet metal</label>
</preferred_name>
- <short_name>
<label />
</short_name>
<value_code>1</value_code>
</dic_value>
- <dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>
- <preferred_name>
<label>non metallic</label>
</preferred_name>
- <short_name>
<label />
</short_name>
<value_code>2</value_code>
</dic_value>
- <dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>
- <preferred_name>
<label>machined metal</label>
</preferred_name>
- <short_name>
<label />
</short_name>
<value_code>3</value_code>
</dic_value>
- <dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>
- <preferred_name>
<label>without</label>
</preferred_name>
- <short_name>
<label />
</short_name>
<value_code>4</value_code>
</dic_value>
- <dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>
<preferred_name>
<label>with</label>
</preferred_name>
<short_name>
<label />
</short_name>
<value_code>5</value_code>
</dic_value>
</its_values>
</domain>
</property>



- <property xsi:type="ontoml:NON_DEPENDENT_P_DET_Type"
id="0112-1---23768___ 1#02-
23768AAA001:23768BAA017#001">
<date_of_original_definition>2005-10-

26</date_of_original_definition>
<date_of_current_version>2005-10-

26</date_of current_version>
<date_of_current_revision>2005-10-

26</date_of current_revision>
<revision>001</revision>

- <preferred_name>

<label>lubricant</label>
</preferred_name>
- <short_name>
<label />
</short_name>
- <definition>
<text>any substance which, when interposed
between two surfaces in relative motion, reduces
frictionn increases wear resistance, makes heat
transfer and protects against the
corrosion</text>
</definition>
- <source_doc_of_definition
xsi:type="ontoml:IDENTIFIED_DOCUMENT_Type">
- <document_identifier>
<label>ISO 1998-1 1.60.11 comp.</label>
</document_identifier>
</source_doc_of_definition>
- <note>
<text />
</note>
- <remark>
<text />
</remark>
- <preferred_symbol>
<text_representation />
</preferred_symbol>
- <domain
xsi:type="ontoml:NON_QUANTITATIVE_CODE_TYPE_T
ype">
<value_format>X 17</value_format>
- <its_values>
- <dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>
- <preferred_name>
<label>none</label>
</preferred_name>
- <short_name>
<label />
</short_name>
<value_code>1</value_code>
</dic_value>



- <dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>

- <preferred_name>

<label>grease</label>
</preferred_name>

- <short_name>

<label />
</short_name>
<value_code>2</value_code>
</dic_value>

- <dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>

- <preferred_name>

<label>solid oil</label>
</preferred_name>

- <short_name>

<label />
</short_name>
<value_code>3</value_code>
</dic_value>

- <dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>

- <preferred_name>

<label>Mo0S2 grease</label>
</preferred_name>

- <short_name>

<label />
</short_name>
<value_code>4</value_code>
</dic_value>
</its_values>
</domain>
</property>
- <property xsi:type="ontomlI:NON_DEPENDENT_P_DET_Type"
id="0112-1---23768___ 1#02-
23768AAA001:23768BAA025#001">
<date_of_original_definition>2005-10-
26</date_of_original_definition>
<date_of current_version>2005-10-
26</date_of current_version>
<date_of_current_revision>2005-10-
26</date_of current_revision>
<revision>001</revision>
- <preferred_name>
<label>sealing type</label>
</preferred_name>

<short_name>
<label />

</short_name>

<definition>
<text>closure by seal with or without contact or by

shield without contact</text>



</definition>
- <note>
<text />
</note>
- <remark>
<text />
</remark>
- <preferred_symbol>
<text_representation />
</preferred_symbol>
- <domain
xsi:type="ontoml:NON_QUANTITATIVE_CODE_TYPE_T
ype">
<value_format>X 17</value_format>
- <its_values>
- <dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>
- <preferred_name>
<label>contact</label>
</preferred_name>
- <short_name>
<label />
</short_name>
<value_code>1</value_code>
</dic_value>
- <dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>
- <preferred_name>
<label>non-contact</label>
</preferred_name>
- <short_name>
<label />
</short_name>
<value_code>2</value_code>
</dic_value>
</its_values>
</domain>
</property>
- <property xsi:type="ontom|:NON_DEPENDENT_P_DET_Type"
id="0112-1---23768___ 1#02-
23768AAA001:23768BAA018#001">
<date_of_original_definition>2005-10-
26</date_of_original_definition>
<date_of_current_version>2005-10-
26</date_of current_version>
<date_of_current_revision>2005-10-
26</date_of current_revision>
<revision>001</revision>
<preferred_name>
<label>material / treatment</label>
</preferred_name>
<short_name>
<label />



</short_name>
<definition>
<text>material, treatment or covering type which
can be used for bearing</text>
</definition>
<note>
<text />
</note>
<remark>
<text />
</remark>
<preferred_symbol>
<text_representation />
</preferred_symbol>
<domain
xsi:type="ontoml:NON_QUANTITATIVE_CODE_TYPE_T
ype">
<value_format>X 17</value_format>
- <its_values>
- <dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>
- <preferred_name>
<label>bearing steel</label>
</preferred_name>
- <short_name>
<label />
</short_name>
<value_code>1</value_code>
</dic_value>
- <dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>
- <preferred_name>
<label>stainless steal</label>
</preferred_name>
- <short_name>
<label />
</short_name>
<value_code>2</value_code>
</dic_value>
- <dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>
- <preferred_name>
<label>ceramic</label>
</preferred_name>
- <short_name>
<label />
</short_name>
<value_code>3</value_code>
</dic_value>
- <dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>



- <preferred_name>
<label>hybrid</label>
</preferred_name>
- <short_name>
<label />
</short_name>
<value_code>4</value_code>
</dic_value>

<dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"

>
- <preferred_name>
<label>high temperature steel</label>
</preferred_name>
- <short_name>
<label />
</short_name>
<value_code>5</value_code>
</dic_value>
<dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>
- <preferred_name>
<label>dimensionaly stabilized </label>
</preferred_name>
- <short_name>
<label />
</short_name>
<value_code>6</value_code>
</dic_value>
- <dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>
- <preferred_name>
<label>coated</label>
</preferred_name>
- <short_name>
<label />
</short_name>
<value_code>7</value_code>
</dic_value>
- <dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>
- <preferred_name>
<label>insulated</label>
</preferred_name>
- <short_name>
<label />
</short_name>
<value_code>8</value_code>
</dic_value>
- <dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>



- <preferred_name>
<label>chromium plated</label>
</preferred_name>
- <short_name>
<label />
</short_name>
<value_code>9</value_code>
</dic_value>
- <dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>
- <preferred_name>
<label>phosphate coated</label>
</preferred_name>
- <short_name>
<label />
</short_name>
<value_code>10</value_code>
</dic_value>
- <dic_value
xsi:type="ontoml:STRING_DIC_VALUE_Type"
>
- <preferred_name>
<label>Mo0S2 coated</label>
</preferred_name>
- <short_name>
<label />
</short_name>
<value_code>11</value_code>
</dic_value>
</its_values>
</domain>
</property>
</contained_properties>
- <contained_documents>
- <document id="0112-1---23768___ 1#10-
23768AAA045:23768DAA045#001">
<date_of_original_definition>2005-12-
22</date_of_original_definition>
<date_of_current_version>2005-12-
22</date_of current_version>
<date_of_current_revision>2005-12-
22</date_of current_revision>
<revision>001</revision>
- <preferred_name>
<label>Icon_SimpDraw_or_Figure</label>
</preferred_name>
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